STAINLESS STEEL SOCKET WELDED FITTINGS
DIMENSION CONFORM TO ANSI/MSS SP-114-2018

PERNI MATERIAL CONFORM TO ASTM 351 GR. CF8 & CF8M
% PRESSURE-TEMPERATURE RATINGS 300 PSI (-29 TO 66 C)
MADE BY LOST WAX INVESTMENT CASTING

SOCKET WELDED UNION SEAT150LBS  Egaromc
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PART ‘A R PART ‘B’ PART ‘C
DIMENSIONS DIMENSIONS PART “A” DIMENSIONS PART “B” DIMENSIONS PART “C”
No.| Size. Total H D H M/S B D H M1 D H M1 M/S Weight
(mm) (mm) | (mm) | (mm) (mm) | (mm) | (mm) | (mm) (mm) | (mm) | (mm) | (mm) (Kg/Pc)
1. % | 38.0 265 | 15.0 |34 |20 315 | 265 | 200 | 220 265 | 200 | 220 | 34 20 0.12
2. Y| 435 46.0 | 15.0 |40 (20 376 | 313 | 225 | 275 313 | 225 | 275 [ 40|20 0.19
3.1 17| 505 55.0 | 16.9 |49 |20 460 | 382 | 266 | 345 382 | 266 | 345 48 20 0.29
4. 1% | 57.0 633 | 199 |56 |20 536 | 473 | 298 | 430 473 | 298 | 43.0 | 56 2.0 0.37
5. 1% | 57.5 72 | 199 |65 20 585 | 542 | 305 | 490 542 | 305 | 490 | 65|20 0.56
6. 27| 61.0 852 | 20.7 |79 |25 761 | 672 | 315 | 61.0 672 | 315 | 61.0 | 79|25 0.57
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